
1

NSVM(N)
60 Hz
NEMA

800

H [ft]

4 6 8 10 20 40 60 80100 200 400 600 800

Q [US GPM]

1000

600

400
300
200

100
80
60

40

NSVM(N)25L

NSVM(N)25

NSVM(N)32

NSVM(N)40

NSVM(N)50B

NSVM(N)50

NSVM(N)65

NSVM(N)80

NSVM(N)100

NSVM(N)100B

NSVM(N)125
NSVM(N)125B

NSVM 50 B 6 /2 6 45 SQQV

NO. REDUCED-DIA. IMPELLER

FREQUENCY [6:60Hz]

RATED POWER [kW]

SHAFT SEAL CODE

AUXILLIARY CODE

NUMBER OF STAGES

NOMINAL INLET/OUTLET [mm]

TYPE (NSVM or NSVMN)

MODEL CODE

CARTRIDGE TYPE MECHANICAL SEAL

PERFORMANCE RANGE

APPLICATIONS

• Greenhouses

• Sprinkler irrigation

• Field irrigation (fl ooding)

• Water softeners and demineralization

• Reverse osmosis systems

• Distillation  systems

• Filtration

• Ultra fi ltration systems

• Washing and cleaning systems

• Car washing facilities

• Fire fi ghting  systems

• Process water  systems

• Machine tools (cooling lubricants)

• Boilers

• Induction heating

• Heat exchangers

• Cooling towers & systems

• Temperature control systems

• Buildings, hotels, residential complexes

• Stations & supply of water networks

• Industrial water supply

IRRIGATION & AGRICULTURE

HEATING, VENTILATION &
AIR CONDITIONING

WATER SUPPLY &
PRESSURE BOOSTING

WATER TREATMENT

LIGHT INDUSTRY
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STAGES 2 - 27 2 - 25 2 - 24 1 - 10 / 12 - 17 1 - 8 / 9 - 12

MAXIMUM OPERATING PRESSURE 362 psi 362 psi 362 psi 232 / 362psi 232 / 362psi

STAGES 2 - 25 / 27 17 - 25 2 - 9 / 10 - 24 1 - 5 / 6 - 17 1 - 2 / 3 - 12

MAXIMUM INLET PRESSURES 145 / 217 psi 145 / 217psi 145 / 217psi 116 / 145psi 116 / 145psi

MINIMUM NOMINAL FLOW RATE 3.5 6.6 13.2 26.4 46

NSVM, NSVMN

NSVM, NSVMN

NSVM STAINLESS STEEL EN 1.4301 / AISI 304 / SUS 304

NSVMN STAINLESS STEEL EN 1.4401 / AISI 316 / SUS 316

MAINS CONNECTION 3~[V/Hz] 0.33 - 100HP 208 - 230 / 460V 60Hz

INSULATION CLASS F

ENCLOSURE CLASS IP 55

AMBIENT TEMPERATURE MAX 50°C

MECHANICAL SEAL CARTRIDGE TYPE SiC / SiC + Viton

FLANGE [ANSI] R.F. 1 1/4” / 300lb 1 1/4” / 300lb 1 1/4” / 300lb 2” / 300lb 2” / 300lb

NOMINAL INLET/OUTLET (inch) 1 1/4” 1 1/4” 1 1/4” 2” 2”

NOMINAL FLOW (gpm) 5.3 15.8 26.4 52.8 79.3

FLOW RANGE (gpm) 3.5 - 12 6.6 - 23 13.2 - 44 26.4 - 68 46 - 123

MAX PRESSURE (psi) 340 338 333 355 340

FLUID TEMPERATURE (°C) 0 — 120 0 — 120 0 — 120 0 — 120 0 — 120

MOTOR POWER (hp) 0.33 - 3.0 0.33 - 5.0 0.75 - 7.5 0.75 - 15 0.2 - 25

MATERIAL

MOTOR

SHAFT SEAL

PIPE CONNECTION

25L

25L

60Hz

60Hz

32

32

50

50

25

25

40

40

MAXIMUM OPERATING & INLET PRESSURE

STANDARD SPECIFICATION

TABLES & FIGURES
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1 - 7 / 8 - 10 (1-1)-5 / (6-2)-(11-2) (1-1)-4 / (5-2)-(8-1) (1-1)-3 / (4-2)-(5-2) (1-1)-3 / (4-2)-(4-1) (1-1)-(5-2) (1-1)-(4-1)

232 / 362psi 232 / 435 psi 232 / 435 psi 232 / 435 psi 232 / 435 psi 435 psi 435 psi

1 / 2 - 10 (1-1)-(2) / (3-2)-(6) / (7-2)-(11-2) (1-1)-1 / (2-2)-3 / (4-2)-(8-1) (1-1) / 1-(2-1) / 2-(5-2) (1-1)-(2-2) / (2-1)-(4-1) (1-1) / (2-2)-(3-1) / 3-(5-2) (1-1) / (1-2) / (3-2)-(4-1)

116 / 145psi 58 / 145 / 217 psi 58 / 145 / 217 psi 58 / 145 / 217 psi 145/ 217 psi 145 / 217 / 290 psi 145 / 217 / 290 psi

55 79.3 114 158.5 237.7 264.2 330

NSVM, NSVMN

NSVM, NSVMN

STAINLESS STEEL EN 1.4301 / AISI 304 / SUS 304

STAINLESS STEEL EN 1.4401 / AISI 316 / SUS 316

0.33 - 100HP 208 - 230 / 460V 60Hz

F

IP 55

MAX 50°C

CARTRIDGE TYPE SiC / SiC + Viton

2” / 300lb **2 1/2”  150lbs 
                300lbs

**3”       150lbs 
              300lbs

**4”       150lbs 
              300lbs

**4”       150lbs 
              300lbs

**5”       150lbs 
              300lbs

**5”       150lbs 
              300lbs

2” 2 1/2” 3” 4” 4” 5” 5”

105 167.3 237.7 339 475.5 616.4 792.5

55 - 154 79.3 - 211 114 - 308 158.5 - 449 237.7 642 264.2 - 704 330 - 792

297 391 377 258 230 268 222

0 — 120 0 — 120 0 — 120 0 — 120 0 — 120 0 — 120 0 — 120

3.0 - 25 3.0 - 40 7.5 - 60 0.75 - 60 15 - 60 20 - 100 25 -100

65

65

100

100

125

125

80

80

100B

100B

50B 125B

50B 125B

MAXIMUM OPERATING & INLET PRESSURE

STANDARD SPECIFICATION

** Refer to Drawing for Corresponding Flange Rating
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0.33 0.25 2 56C 1.15 1.20 0.60

0.5 0.37 2 56C 1.15 1.65 0.83

0.75 0.55 2 56C 1.15 2.19 1.10

1.0 0.75 2 56C 1.15 2.80 1.40

1.5 1.1 2 56C 1.15 3.91 1.96

2 1.5 2 56C 1.15 5.15 2.58

3 2.2 2 182TC 1.15 7.24 3.62

5 3.7 2 184TC 1.15 11.8 5.90

7.5 5.5 2 213TC 1.15 17.6 8.78

10 7.5 2 215TC 1.15 23.2 11.6

15 11 2 254TC 1.15 34.0 17.0

20 15 2 256TC 1.15 46.4 23.2

25 18.5 2 284TSC 1.15 57.0 28.5

30 22 2 286TSC 1.15 67.6 33.8

40 30 2 324TSC 1.15 91.6 45.8

50 37 2 326TSC 1.15 11 56.1

60 45 2 364/5TSC 1.15 134 67.0

75 55 2 364/5TSC 1.15 164 81.9

100 75 2 404/5TSC 1.15 220 110

MOTOR TYPE FULL LOAD CURRENT

HP POLE S.F.NEMA
FRAME SIZEkW 3-230V 3-460V

NSVM (N) 25L —125B

MOTOR

The stated ampere current and service factor are provided as reference values. It is not recommended to use an off the 

shelf standard motor on a Teral pump.
Teral specifi ed motors are rated for maximum thrust requirements.


