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Series Dimensional Data

DVV DRY VANE SERIES

Oil Free, Air-cooled

DVV 200 - 250 - 360

otary vane vacuum pump

ISO 9001

RELIABLE
ROBUST
COST EFFECTIVE

e | ey | Melmbowr | Vaown| Nl ) ggmon | S| ot pe
50Hz | 60Hz 50 Hz 60 Hz [Hg.V] | 50Hz | 60Hz 50 Hz 60 Hz

DVV 200 105 | 128 5.4 6.4 200/247| 75 77 960 1150 616 B5/300
DVV 250 147 177 7.4 8.8 200/247 | 81 81 960 1150 686 B5/350
DVV 360 207 | TBA 14.7 TBA 250/22.5"| 80.5 81 1450 1720 567 B5/350

Type a b Cs d di e e Y h
DVV 200 645 380 40 G2" G2’ 423 216 612 225
DVV 250 645 380 40 G2" G2k 423 216 612 225
DVV 360 645 380 40 G2" G2%' 423 216 612 225

Type h, h; hs i k Ky 0 ar S
DVV 200 388.5 426 493.5 125 684 1092 171.5 50 M 10
DVV 250 388.5 426 493.5 125 684 1092 171.5 50 M 10
DVV 360 388.5 426 493.5 125 684 1092 171.5 50 M 10

Performance Data

Exhaust air temperature[°C]
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Air Flow [ CFM ]
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1 refers to atmospheric
pressure

2 refers to intake
pressure

Reference:1000 mbar
Atmosphere:20°C

Vacuum [mbar]

DVV 200
DVV 250
DVV 360




